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AA

Stainless steel stud for “not for through-penetra-
tion”; steel thickness ≥ 8mm, coated and uncoat-
ed steel, high strength steel

Stainless steel grating disc

X-BTM8

X-FCM-R

Stainless steel stud

Grating disc, hot dip galvanized

Removable grating fastener

Removable grating fastener

Removable grating fastener

X-CRM8

X-FCM-M

X-GR-RU

X-PGR-RU

X-MGR
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Metal / fiberglass grating to steel for upstream and high corrosive environment

Metal / fiberglass grating to steel for downstream / Industrial applications and medium corrosive
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Stainless steel stud

Stainless steel disc

X-CRM8

X-FCP-F

X-CRM8

X-FCP-R
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Stainless steel stud

Disc duplex coated

�

�

195

221

Fastening steel plate (chequerplate) 5–13 mm to steel / high corrosive resistance

Fastening steel plate (chequerplate) 5–13 mm to steel / medium corrosive resistance

Petrochemical,
Power, Mining,
Shipbuilding,
Industrial
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AA

Stainless steel stud for “not for through-pe-
netration”; steel thickness ≥ = 8mm, coated and
uncoated steel, high strength steel
Stainless steel stud for “not for through-pe-
netration”; steel thickness ≥ = 8mm, coated and
uncoated steel, high strength steel

X-BTM6
X-BTW6

2.119

�
Stainless steel stud for “not for through-pe-
netration”; steel thickness > = 8mm, coated and
uncoated steel, high strength steel
Stainless steel stud for “not for through-pe-
netration”; steel thickness > = 8mm, coated and
uncoated steel, high strength steel
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Grounding and bonding
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Mechanical and electrical for petro chemical industry, shipbuilding, etc.

X-BT M10
X-BTW10

X-BTM6
X-BTW6
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�Step shank fastenerX-U15 2.47D
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Tagging

Petrochemical,
Power, Mining,
Shipbuilding,
Industrial

Fastener Description

A
p
p
ro
va
ls

P
ag
e

O
ld
/h
ig
h
st
re
ng
th

co
nc
re
te

C
on
cr
et
e

G
re
en

/
fr
es
h
co
nc
re
te

S
te
el

≥
3
m
m
,

ba
rj
oi
st

S
te
el

≥
6
m
m
,b
ea
m
s

Te
ch
no
lo
g
y

Fastener

Base material


